LUNA POLE SERIES

5YRS 30-75
IP66 | [IKO8| |r20210v| |Woranty| |WATTS
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PHYSICAL

Body Aluminum alloy

Finish Powder coating black (RAL9005)

Dimensions 2400xH510mm

OPTICAL

Diffuser Tempered glass and PC optical lens

Light distribution More than 10 optics lens for optional

ELECTRICAL

Light source LED

CRI >70

ccT 3000K, 4000K, 5000K

Driver Electronic included | 50-60Hz

220-240VAC Non-Dimmable Driver
1-10V dimming or DALI on request
Operating Temperature -30°C ~+50°C
Humidlity 10% -~ 90%RH
. A Ra Power Lumen

LUNA POLE series serves as the focal point in outdoor 12 W) am)
landscapes, enhancing the visual appeal. When incorpo-
rated into a park or pathway, it not only illuminates LUNAT 30W 4500Im
various elements of the landscape but also enhances LUNA 2 50W 7200Im
safety by offering consistent ambient lighting, thereby LUNA 3 60W 8700Im
improving visibility for pedestrians.

LUNA 4 75W MO0Im

-Contemporary, architectural design, smooth housing
without any screws exposed. ©400mm

-Super high efficiency to 150Im/w, lumen packages rang-
ing from 11250 - 4500Im.

-A variety of mounting configurations, optic distributions
and lumen packages. %
-Tool-less opening and incorporation of automatic discon- ! Wi,
nect for easy, safe access and simple electrical testing or

maintenance operations.

-Protection Class | or Class Il.

-Two lens configurations: clear and diffuse.

509.7mm

ORDERING CODE

SERIES NAME - PRODUCT RANGE - CCT - OPTICS - CONTROL - ACCESSORIES

LUNA | 30 3000K LROI | ON-OFF NS NEMA SOCKET

2 40 4000K LRO2 2 1-10v PC PHOTOCELL CONTROL

3 50 5000K LRO3 3 DALI SC SHORTING CAP

4 LRO4 SS SINGLE STRUT
LRO5 TSTWIN STRUT
LRO6 SB STRAIGHT ARM BRACKET
LRO7 SF SLIP FITTER BRACKET
LRO8 GB GOOSENECK BRACKET
LRO9 SB SUSPENSION BRACKET
LRIO

BEYOND LIGHTING FACTORY -



Suspention Mount

Straight-arm Mount

Single Strut Mount

Post Top Mount

Twin Strut mount Gooseneck Mount

AVAILABLE OPTICS
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ACCESSORIES
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PHOTOCELL SHORTING CAP

CONTROL

NEMA SOCKET
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AVERAGE BEAM ANGLE(S0%)1217 DEG

o
AVERAGE BEAM ANGLE(S0%)1018 DEG

LRO6

LRO3

o

AVERAGE BEAM ANGLE(S0%)149.4 DEG

LR
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AVERAGE BEAM ANGLE(S0%)956 DEG

LRO9
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SINGLE STRUT ~ TWIN STRUT = STRAIGHTARM  SLIP FITTER
BRACKET BRACKET
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GOOSENECK
BRACKET

SUSPENSION
BRACKET



